
















































Fig. 41

23. Install ceiling channel cover over the ceiling
channel with #10 Tek screws.

Fig. 42

24. Connect lifter harness.

A. OV500E1 / OV500E2:

1) Remove cover on junction box to
access the lifter harness.

2) Connect plug to lifter harness (Fig. 43
and 2, Fig. 44).

3) Place raceway between junction box
and lifter body frame. Secure with #10
Tek screws (Fig. 43 and Fig. 44).

Fig. 43

Fig. 44

B. OV500G1-EE and OV500500G2-EE:

1) Plug the lifter harness and conduit
harness together (Fig. 45).

Fig. 45
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2) Secure the harness to the lifter body
with #10 Tek screws.

25. If rear drain of oven is used, install before oven
is placed in final location.

26. Remove protective plastic from rear and sides of
the oven that won't be accessible once the oven
is in place.

NOTE:  Do not damage building floor while installing
dolly wheel or using front levelers. Use shims under
floor levelers to prevent damage to building floor.

27. Install the dolly wheel (not supplied with the
oven).

Fig. 46

NOTE:  You may have to use the front levelers to raise
the front of the oven in order to install the dolly wheel.
Use care not to damage building floor.

A. Raise the front oven levelers so the weight
of the oven is on the dolly wheel.

Fig. 47

B. Lower the rear wheels to raise the back of
the oven off the floor.

Fig. 48

NOTE:  Raising the rear of the oven too much can
cause the front of the oven to contact the floor.

28. Move the oven into the final position.

29. Place shim(s) per the height determined by the
laser level technique to level oven.

NOTE:  If shims are required to level the oven at the
rear corners, place shim(s) in front of the back wheels.
If the rear of the oven is not accessible, place shims
under heat exchanger floor and inner wall base angle.

NOTE:  Review HOST course for laser level
technique.

NOTE:  After oven is leveled and shimmed, raise the
levelers to take the oven weight off all the levelers.

30. Raise the back wheels to lower the oven. Weight
of oven should be completely off back wheels.
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31. Remove the dolly wheel and replace lower latch
ramp.

NOTE:  Retain the dolly wheel for future oven
installations.

32. Place threshold into door jamb.

NOTE:  Do not anchor threshold at this time.

33. Verify door opening is square.

A. Measure diagonal 'X' from top right
innermost hinge screw to the bottom
innermost hinge screw on the left door jamb.

Fig. 49

B. Measure diagonal 'Y' from the top left
innermost hinge screw to the bottom
innermost hinge screw on the right door
jamb.

Fig. 50

C. If diagonal measurements are not within
1/8" of each other, add additional shims as
needed.

1) If diagonal 'Y' measurement is greater
than diagonal 'X' measurement, add
shims under the right front door jamb.
Place shims on top of threshold
underneath the door jamb.

Fig. 51

2) If diagonal 'X' measurement is greater
than diagonal 'Y' measurement, add
shims under the left front door jamb.

Fig. 52

D. Repeat procedure until diagonal
measurements are within 1/8" of each other.

NOTE:  If shims are required to level the oven at the
front right corner, shims(s) will need to be placed on
top of threshold underneath the door jamb.

NOTE:  If shims are required to level the oven at the
rear corners, place shim(s) in front of the back wheels.
If the rear of the oven is not accessible, place shims
under heat exchanger floor and inner wall base angle.

34. Remove bolts securing steam panel to oven.

A. Lift panel up while tilting top of panel
towards center of oven to remove from
oven.
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Fig. 53

35. Remove screws securing drain pan cover to
oven.

NOTE:  DO NOT DISCARD HARDWARE.

A. Pull cover out from suction panel while lifting
up right side of cover, then pushing cover
toward the right rear corner of baking
compartment, and out from oven.

NOTE:  Use care when removing cover so as to not
scratch baking compartment walls.

Fig. 54

36. Lower drain pan support bolt until bolt comes in
contact with the floor (Fig. 55).

NOTE:  Bolt used to support the weight of the steam
castings.

Fig. 55

37. Install drain pan cover.

FLOOR / THRESHOLD

1. Double rack ovens only: Slide threshold
halfway into place, with right side underneath the
door jamb.

2. For ovens supplied with two-piece floors:
Caulk around bottom of baking compartment
walls to facility floor seam with high temp red
silicone.

NOTE:  The sealant used inside the oven cavity must
be NSF Listed; suitable for food zone and minimum
275ºC/525ºF. The sealant used on the exterior of the
unit must be NSF Listed.

Fig. 56
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3. Run a bead of high temp red silicone on the entire
outer edge of both floor panels (Fig. 57).

4. Install floor panel without offset. Flange goes up.

NOTE:  Use of hammer and 2x4 might be required to
ensure corners of floor panel are seated to corners of
oven cavity.

5. Run two beads of high temp red silicone on the
flat edge of floor panel without offset (Fig. 57).

6. Install remaining floor panel. Flange goes up.

NOTE:  Use of hammer and 2x4 might be required to
ensure corners of floor panel are seated to corners of
oven cavity.

Fig. 57

7. Finish installing threshold, with right side of
threshold under door jamb. Make sure the three
threshold tabs are installed over the oven floor
(Fig. 58).

Fig. 58

NOTE:  Use a hammer and 2X4 to tap threshold
against oven floor. A 1/8" gap between oven floor and
threshold is acceptable.

NOTE:  If shims were required to level oven and
square the door jamb at the front right corner, place
shims(s) on top of threshold underneath the door
jamb. Threshold is approximately one shim thick.

Fig. 59

8. Use high temp red silicone to seal the top edge
of one- and two-piece floors prior to installing
floor trim.

Fig. 60

NOTE:  Left side, rear wall, and right side floor flanges
need to be caulked with silicone.

9. Install floor trim. Wait until later in the procedure
to tighten screws.

Fig. 61

10. On double rack ovens: Secure threshold to
door jambs by drilling and tapping the door
jambs, using the holes in the threshold as guides.

NOTE:  Verify door jamb is still square before drilling
and tapping holes for securing threshold to door jamb.
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A. Secure threshold to door jamb with 10-32 X
3/4" flanged screws, secure left side first.

Fig. 62

11. Anchor threshold to facility floor.

A. Use appropriate screw length, depending
on anchor depth.

Fig. 63

12. Tighten floor trim screws.

13. Double rack ovens only: Caulk gap between
oven floor and threshold with gray NSF listed
silicone.

Fig. 64

14. Caulk door jamb gaps with gray NSF listed
silicone.

Fig. 65

STEAM SYSTEM

1. Run a bead of high temp red silicone between
drain pan and rear oven wall.

NOTE:   Fig. 66 shows double rack oven behind
splash guard to form a seal.

Fig. 66

NOTE:  Make sure drain pan is level front to back and
side to side prior to stacking the steam ball castings.
If drain is not level, contact Bakery Product Support.

2. Start by setting the first steam ball casting into
drain pan.

NOTE:  Casting should sit flat on top of the spacers.

NOTE:   Fig. 67 shows single rack oven spacers.

NOTE:  For OV500G1-EE and OV500E1 ovens, place
first steam ball assembly on spacers to obtain correct
height.
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Fig. 67

Fig. 68

3. The next steam ball casting must be put in place
matching the female post (2, Fig. 68) with male
post (3, Fig. 68) of previous casting. See table
STEAM CASTINGS for total number of castings
to install. (1, Fig. 68, splash panel.)

NOTE:  The assemblies will not set level if the sections
are not oriented correctly.

STEAM CASTINGS
OVEN NUMBER OF CASTINGS

OV500G1-EE 20 Castings
OV500G2-EE 28 Castings
OV500E1 15 Castings
OV500E2 28 Castings
NOTE:  For SEF ovens, castings may vary.

4. After all castings are placed in the oven, install
water guides: Begin with the top assembly and
install water guides over front rim of the top, then
every other assembly (total of 7 water guides for
all standard ovens).

NOTE:  The last water guide should be installed at the
14th casting from the top.

Fig. 69

5. After all castings and water guides are installed,
place spray guard on last set of steam balls.

NOTE:  Sprayer must be vertically centered above the
castings.

NOTE:  The two flanges of the spray guard must be
bent under the top flange to make a triangular shape.
Spray guard must be centered on castings or water
will spray onto the floor.

Fig. 70
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Fig. 71

6. Install left baking compartment panel.

7. Align steam panel with screw inserts in baking
compartment ceiling (left rear corner) and loosely
secure panel to ceiling with 1/4-20 X 3/4" hex
head serrated flange screws previously
removed.

Fig. 72

8. Secure steam panel to rear baking compartment
panel with 1/4-20 X 3/4" hex head serrated flange
screws. Torque screws to a maximum 75 in-lb.

Fig. 73

9. Secure steam panel to left baking compartment
panel with 1/4-20 X 3/4" hex head serrated flange
screws. Torque screws to maximum 75 in-lb.

Fig. 74

10. Tighten screws at top of steam panel. Torque
screws to maximum 75 in-lb.

LOADING DOOR INSTALLATION

1. With door still on the dolly(ies), open outer door
glass (1, Fig. 75) to access and remove door
handle (2, Fig. 75).

Fig. 75

2. Close glass compartment door.

NOTE:  Do not allow glass compartment door to slam.

A. Attach hinges with pivot pins to right door
jamb, using 1/4-20 flat head screw to
secure.

NOTE:  If door needs to be attached to the left door
jamb, the pins can be reversed. (Door linkage will also
need to be rotated for the door to work properly.)

B. Place brass washers onto hinge pins.

C. Attach hinges without pivot pins onto the
door.

NOTE:  Leave slightly loose to help with hinge
alignment during door installation.
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D. Attach roller ramps. (Additional 1/4-20 pan
head screws are added to close up all
unused holes on jambs.)

NOTE:  Adjust ramps away from gasket at this time.

Fig. 76

3. Position door at 90 degrees to the oven, near the
door opening.

4. Use a J bar placed close to the hinge side of the
door.

Do NOT place J bar underneath the glass of the door

NOTE:  Verify brass washers were added.

Fig. 77

5. Position door over hinges, and then lower onto
the hinge pins.

A. Adjust door away from gaskets at this time.
Tighten all jamb and hinge screws (Fig.
78).

Fig. 78

6. With the door open, visually check if door swings
on its own.

DOOR MUST NOT SWING ON ITS OWN IN EITHER
DIRECTION. IF IT DOES, THIS IS AN INDICATION
THAT THE DOOR IS NOT HUNG LEVEL AND
PLUMB. DOOR SWEEPS SHOULD NOT BE USED
TO PREVENT DOOR FROM MOVING.

DOOR HANDLE

1. Remove pivot screw from door handle pivot
bracket on door assembly.
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Fig. 79

2. Install door handle onto pivot bracket and insert
screw removed earlier. Add Loctite to threads.

Fig. 80

3. Push door handle locking end onto door handle
locking mount until handle locks onto mount.

NOTE:  Ensure lock mechanism is in the unlocked
position.

Fig. 81

Fig. 82

DOOR ASSEMBLY / ADJUSTMENT

1. Verify all door hinge screws are tight, and then
observe the following:

A. With the door closed, visually check gap
around door jamb and edge of door, gap
should be equal on both sides.

Fig. 83

NOTE:  If the door rubs against the jamb or drags the
facility floor when opening, verify oven is level. If
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leveling does not correct the problem, then call Bakery
Product Support.

B. Adjust door hinge inward or outward until
door has an airtight seal against door
gasket.

NOTE:  Only the hinge half attached to the door is
adjustable.

NOTE:  Pulling on a piece of paper placed between
the door and gasket when door is fully closed can help
verify if door is adjusted correctly. If there is a slight
resistance when the paper is pulled, the door is
adjusted correctly. If adjustment is required, adjust
hinge side first.

Fig. 84

NOTE:  Latch alignment instructions are included with
ramps to help align door rollers with latch ramps during
installation. This should be done after loading door is
installed and the oven is level.

2. To align door latches:

A. With both door latch ramps having gauge
installed.

NOTE:  Use vertical lines for adjusting the ramps so
the rollers hit at the same time.

NOTE:  If necessary, use horizontal lines to help
select the proper height of the rollers.

NOTE:  Changing of latch arms may be required.
Additional latch arms are located inside the door (see
Step 3).

Fig. 85

B. Close the loading door to check roller
alignment with latch ramp gauge. The hex
hole should fit inside cutout on gauge as
shown.

Fig. 86

C. If hex hole does not align with gauge, then
the latch arms will have to be replaced.

NOTE:  The horizontal line closest to bottom of hex
hole will determine which latch arm to use. The
horizontal lines and latch arms are identified with a
different number of holes. The diagram below shows
which linkage would need to be replaced. In this case
you would use "00" linkages.
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Fig. 87

3. To install latch arms:

A. Remove inner door handle cover (Fig. 88).

Fig. 88

NOTE:  To prevent hardware from dropping into the
inside of the door, cover the open space (5, Fig. 89)
under latch arms.

B. Remove 3/8” bolt (1, Fig. 89). DO NOT
discard the tube, bolt, or washer.

C. Remove E-clip and pin (2, Fig. 89). DO NOT
discard the E-clip or Pin.

D. Replace two latch arms (3, Fig. 89) with
parts supplied. Reassemble inner
mechanism, making sure linkage arms are
located in the up position. Place unused
arms in latch box and secure with 1/4-20 x
3/4" hex head serrated flange screw (6, Fig.
89). Reattach inner door handle.

NOTE:  For left hand hinge, bolt and arms must be
flipped and mounted to left-hand hinge hole (4, Fig.
89). Place unused arms in latch box and secure with
1/4-20 x 3/4" hex head serrated flange screw (6, Fig.
89).

Fig. 89

4. To adjust door gasket seal:

A. Place a piece of paper at bottom hinge side
between door and door gasket.

B. Close oven door and slowly pull the paper.
There should be just enough resistance to
keep paper from falling. Repeat this
procedure around door every couple of feet.
If door is too tight on hinge side, loosen the
hinges on the door and adjust door outward,
reverse if too loose. For latch side
adjustment, loosen screws on ramp(s) and
move ramp(s) in or out.

C. After adjusting the ramps for proper gasket
seal, make sure rollers contact ramps at the
same time. To check this, push the door
closed until one roller lightly touches a ramp,
check to see where door edge aligns with
vertical lines on the ramp gauge. The door
edge should align with the same vertical line
on each ramp gauge.
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Fig. 90

D. If adjustment is required, move a ramp so
that both rollers contact the ramps at the
same time.

NOTE:  Keep in mind the door gasket seal. Both
ramps need to be in correct location to equalize
pressure on rollers.

5. Repeat the process until desired results are
obtained or call Bakery Product Support.

6. After desired results obtained, bend alignment
gauges back and forth to break off and discard.

DOOR MUST NOT SWING ON ITS OWN IN EITHER
DIRECTION. IF IT DOES, THIS IS AN INDICATION
THAT THE DOOR IS NOT HUNG LEVEL AND
PLUMB. DOOR SWEEPS SHOULD NOT BE USED
TO PREVENT DOOR FROM MOVING.

DOOR SWITCH ACTUATOR

1. Check door switch actuator for proper operation.
See Fig. 92 and Fig. 93.

Fig. 91

Correct Operation Incorrect Operation

Fig. 92 Fig. 93

DOOR SWEEP

1. Install door sweep.

NOTE:  Door sweep shipped in the box with all loose
parts.

A. Adjust the door sweep so the outer metal
door seal plate is 5/16" from the highest
point on the floor.

NOTE:  Door sweep is not designed to keep the door
from closing when it is fully open. If it does, re-level
oven or readjust position of door hinges.

NOTE:  Outer door sweep retainer has slots for
adjustment. The inner door sweep retainer does not
have adjustment slots.

Fig. 94
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Fig. 95

Fig. 96

RACK CARRIERS

NOTE:  After oven has been leveled.

1. Remove snap ring (B / C Lift) or pin and washer
(A Lift) from rotation shaft and save for carrier
installation. Cardboard tube can be discarded.

2. Place a level against rack shaft or carrier to verify
both directions of the rack shaft and / or carrier
are level. If adjustment is required, perform the
following steps.

A. Loosen all four outer screws on the support
plate, keeping them slightly snug.

Fig. 97

B. Remove the center screw completely.

C. Use a mallet to adjust the shaft level.

D. After shaft is level, tighten the four corner
screws to secure in place.

E. A new hole will need to be drilled and tapped
on the back side of the shaft support plate
once the shaft is level. Use the hole in the
support plate as a guide.

RACK CARRIER - A & C STYLE
RACK LIFT

1. Prepare shaft for rack carrier installation.

Fig. 98

Installing "A" Lift

A. Position the front of the carrier on shaft with
arrows on the shaft and carrier aligned.

B. Insert 1/2” pin through holes in carrier hub
and shaft.

NOTE:  If pin seems difficult to install, STOP and call
Bakery Product Support. Pin should slide in with
minimal effort.

NOTE:  Pin should be centered and fit snugly in shaft.
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Fig. 99

C. Reinstall cover plate to the bottom of the
carrier with screws provided.

Fig. 100

Installing "C" Lift

A. Apply food grade Never Seize to set screw
threads on C Lift and start the set screws
into the carrier.

Fig. 101

B. Slide the carrier onto the lift mechanism
shaft and install the snap ring.

NOTE:  Do Not allow the lift mechanism shaft to move
upward. Hold shaft down from top of oven if
necessary.

2. Roll baking rack onto carrier and check for proper
carrier height.

NOTE:  Carrier should be approximately 0.125" to
0.25" from rack lifting channels. Check multiple baking
racks.

Fig. 102

Fig. 103

A. If carrier height needs adjusted, remove
baking rack, and support carrier with oven
rack and blocks of wood to correct height.

Fig. 104

B. Access rotate/lift assembly at top of oven.

C. Loosen rotate/lift shaft collar set screw 1/4
turn.
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Fig. 105

D. Remove screws securing Teflon bearing
bracket to rotate/lift assembly and lift from
assembly.

Fig. 106

E. Factory installed shim washers 5 above and
5 below retaining ring. Position shim
washers above or below the retaining ring
for correct carrier height.

NOTE:  Do not discard unused shims. Remaining
shims should be kept with oven for future adjustment.

Fig. 107

F. If carrier needs to be lower than snap ring
will allow, access clevis pins on rear of lift
and lower both equally.

NOTE:  Always lower left and right clevis pins the
same distance. One hole location equals 1/4"
adjustment.

Fig. 108

3. Install snap ring, Teflon plate and tighten set
screw.

NOTE:  You might need to lift up on rotator body while
tightening set screw to get shims flush with the snap
ring.

NOTE:  Check multiple racks.
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Fig. 109

RACK CARRIER - B STYLE RACK
LIFT

NOTE:  After oven is leveled.

1. Remove snap ring, shim washers, and cardboard
shipping tube from lift shaft.

Fig. 110

2. Apply food grade Never Seize to set screw
threads and start the set screws into the carrier.

Fig. 111

3. Slide the carrier onto the lift mechanism shaft and
install snap ring.

4. Roll baking rack onto carrier and check for proper
carrier height.

NOTE:  Carrier should be approximately 0.125" to
0.25" from rack lifting channels. Check multiple baking
racks.

Fig. 112

A. If carrier needs to be lowered more than
snap ring will allow, access clevis pins in the
rotate/lift assembly at top of oven and lower
location to correct carrier height.

NOTE:  Always lower left and right clevis pins the
same distance. One hole location equals 1/4"
adjustment.
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Fig. 113

5. If the carrier needs to be adjusted to get proper
spacing, remove rack and add shims between
snap ring and carrier as shown. Ten shims are
provided with each oven.

NOTE:   Check multiple racks

Fig. 114

6. Snug the set screws to hold the carrier in place.

NOTE:  Do not discard unused shims. Remaining
shims should be kept with oven for future adjustment.

VENT

1. Remove shipping ties from vent lid.

Fig. 115

HOOD ASSEMBLY

NOTE:  After the hood is installed, the door assembly
cannot be lifted off the hinge pins. The door hinges
would have to be removed and installed from the door.

1. Set hood on the floor in front of oven. Remove
only the necessary protective plastic from the
hood.

A. Attach side panels with 10-32 x 3/4" screws
through 10 screw holes to the back of the
hood, and ensure that the 3 screw holes are
to the rear on each side panel. Align top of
hood with the top edge of side trim panels
before tightening the screws.

Fig. 116

Fig. 117

B. Attach rear panel to each side panel with
10-32 X 3/4" screws.

NOTE:  If clearance is a problem, don't install the rear
panel; set hood with side panels in place first.

C. Install bracket between top of hood and
hood side trim (2 places).
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Fig. 118

D. Apply high temp red silicone around face of
overpressure duct.

Fig. 119

E. Set hood in place on top of oven.

Fig. 120

F. Ensure hood support bracket sets on front
top edge of oven.

G. Ensure bottom edge of hood is aligned with
bottom edge of oven support (2, Fig. 121).

Fig. 121

H. Ensure there is no gap between trim and top
of oven (1, Fig. 121).

I. Secure side panels with #10 Tek screws into
top of oven.

J. If not attached in previous steps, attach rear
panel of hood.

K. Secure hood support bracket to top of oven
with #10 Tek screws.

Fig. 122

2. Remove air baffle from hood.
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Fig. 123

3. Connect the over pressure vent (right side of
hood) using #10 Tek screws, in 8 places total.

Fig. 124

4. Install over pressure damper to over pressure
vent (right side of hood) using #10 Tek screws.

Fig. 125

5. Use gray NSF listed silicone to caulk header and
seams at hood and side panels (see Fig. 126), as
well as bottom edge seam of hood along oven
front (see Fig. 127).

Fig. 126

Fig. 127

6. Customer is responsible for having a flue pipe
connected to the center hood connection. See
appropriate oven specification.

HOOD VENTING

1. Install exhaust connection plate (1, Fig. 128) to
hood assembly (2, Fig. 128).
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Fig. 128

Fig. 129

2. Insert exhaust duct through hood (Fig. 130) and
connect to draft inducer (Fig. 131).

Fig. 130

Fig. 131

3. Secure connection plate to hood with 1/4-20x1/2
screws.

4. Secure exhaust duct to exhaust connection plate
with #10 Tek screws.

5. Secure exhaust duct to draft inducer with #10 Tek
screw.

Fig. 132

6. Connect the hood exhaust tube at hood exhaust
pressure switch (2, Fig. 133). Switch is located
above the burner on the right. Leave tubing coiled
in control compartment.

NOTE:  Defer connecting hood vent tube (1, Fig.
133) to the hood exhaust connection until startup.
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Fig. 133

AIR BAFFLE & GREASE FILTERS

1. Install air baffle (1, Fig. 134) with 1/4-20 acorn
nuts.

2. Install grease filters (2, Fig. 134) for type 1 hood
or install louvered plenum panel (Fig. 136) for
type 2 hood.

Fig. 134

Fig. 135

Fig. 136

CAULK OVEN

1. Caulk around oven with gray NSF listed silicone.

Fig. 137
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INITIAL STARTUP

Disconnect the electrical power to
the machine and follow lockout /
tagout procedures. There may be
multiple circuits. Be sure all circuits
are disconnected.

NOTE:  Remove all protective plastic sheeting from
oven surfaces and wipe down to remove all
fingerprints, prior to heating oven.

NOTE:  All utility connections by others.

Power and Plumbing Connections
• Verify the following:

• Gas supply line shut-off valve is in the OFF
position.

• Gas supplied matches data plate and gas
valve on oven.

• Oven gas valve is in the OFF position.

• Electrical connections have been made by
electrician. 120V control, high voltage, and
powered roof ventilator (external device).

NOTE:  Refer to the service entrance label on the
oven for electrical connections.

• Turn the 120V supply power ON.

• Turn the circuit breakers ON.

• Drain connected (with air gap) by plumber
and opposite end of drain plugged.

• Water line is connected by plumber to flow
restrictor located on top left rear corner of
oven.

• Water shut off is installed in supply line.

NOTE:  If a water filtration unit is installed in supply
line, verify that a filter cartridge is installed in unit
(performed by customer).

NOTE:  Complete oven Installation Checklist and
complete Startup Checklist during initial start-up.

Start Up

1. Connect hood exhaust pressure switch tubing to
hood exhaust connection.

NOTE:  Make sure that there is a point in the tubing
that is higher than flue pipe connection before tubing
is routed to the hood exhaust pressure switch. This
will help prevent the tube from clogging.

Fig. 138

2. Close oven door.

3. Turn oven power ON. Use DOWN arrow key to
input lowest bake temperature so oven will not
initiate a call for heat.

4. Verify operation of roof mounted ventilator.

NOTE:  Verify plenum panel or grease filters installed.

A. Remove vacuum line near hood exhaust
pressure switch and connect incline
manometer or equivalent.

1) Single- and Dual-point venting ovens'
minimum reading should be: -0.6"
W.C., -15.2 mm W.C., or -0.15 kPa.

NOTE:  Standard hood reading of -0.3" W.C., -7.6 mm
W.C., or -0.08 kPa is acceptable if air volume is
verified as noted in specifications.

B. Disconnect manometer and reconnect
vacuum line onto hood exhaust pressure
switch.

5. Verify air louvers are set at factory settings.

NOTE:  Factory louver settings located inside of
control compartment door, along with louver gauges.

6. Verify that rack carrier height will accept racks
when loading, and that rack casters do not drag
when rack is in the raised position.

NOTE:  Racks expand when hot. There should be
approximately 1/2" clearance from bottom of carrier to
top of rack. Check all racks to verify rack acceptance
into carrier. Check rack heights of all racks in bakery.
Verify that all heights are within 1/4" of each other.

7. Verify that rack is level and rotating properly
when door is closed; and rack stops in the correct
loading position when door is opened - with and
without rack loaded onto carrier.
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8. For 3-phase option, verify that baking
compartment circulation blower is turning in
direction indicated on motor. If not, disconnect
power and switch any two of the three phase lead
wires.

9. Verify steam system operation.

A. Set oven control to have 1 plus minutes on
bake timer display.

B. Set steam time for 20 seconds.

C. Press START key to begin timer countdown.

1) Water solenoid should energize.

D. Press STOP key to silence beeper.

10. IGNITION SEQUENCE TIMING DIAGRAM.

NOTE:  Ignition module will make three attempts to
light burner before locking out.

A. Ensure gas valve is in the off position to test
ignition sequence check.

B. Set oven to call for heat by setting the
controller to a temperature above ambient.

1st ATTEMPT

C. Draft inducer energized for 15 seconds pre-
purge cycle.

D. Spark igniter arcs indicating that it is
energized.

E. 2 seconds after igniter was energized, gas
valve solenoid is energized.

F. After igniter has been energized for 4
seconds, flame sensor will not have
recognized a flame.

1) Power is removed from igniter and gas
valve.

2nd ATTEMPT

G. 15 second inter-purge cycle.

H. Spark igniter arcs indicating that it is
energized.

I. 2 seconds after igniter was energized, gas
valve solenoid is energized.

J. After igniter has been energized for 4
seconds, flame sensor will not have
recognized a flame.

1) Power is removed from igniter and gas
valve.

3rd ATTEMPT

K. 15 second inter-purge cycle.

L. Spark igniter arcs indicating that it is
energized.

M. 2 seconds after igniter was energized, gas
valve solenoid is energized.

N. After igniter has been energized for 4
seconds, flame sensor will not have
recognized a flame.

1) Power is removed from igniter and gas
valve.

O. After three tries for ignition and the burner
has not lit, the draft inducer will shut off.

P. LED on ignition control will flash in a 3 flash
sequence indicating a flame recognition
failure and that the control is in lock-out
mode.

Q. Opening and closing the door will reset
ignition control.

R. This indicates the safety lock-out circuit is
functioning properly.

11. Gas Pressure Adjustment.

A. Connect a manometer or equivalent to inlet
and outlet pressure taps on gas valve.

B. Turn gas supply ON to oven and check for
leaks between gas valve and supply line
shut-off valve.

C. Verify that the static line pressure to the
oven does not exceed 14" W.C. (½ psig,
35.6 cm W.C., 3.5 kPa)

NOTE:  If static line pressure exceeds 14" W.C. (½
psig, 35.6 cm W.C., 3.5 kPa) the customer must
supply and install a line pressure regulator to drop the
pressure below 14" W.C., 35.6 cm W.C., 3.5 kPa

D. Turn gas valve ON.

E. Set the oven to call for heat.

NOTE:  It may take several ignition attempts to light
burner initial time.

F. With oven burner flame established and with
the burners lit for all other equipment that
are common to supply line, check SUPPLY
FLOW PRESSURE CHARTS.

G. With a burner flame established, adjust
manifold pressure as indicated on the oven
data plate.

NOTE:  The ALTITUDE CORRECTION CHARTS are
for reference only. If the manifold pressure must be
adjusted to accommodate the installation altitude you
must contact Bakery Product Support for a corrected
data plate.
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12. Initial heating of oven.

A. Leave loading door ajar approximately 2" to
evacuate smoke and prevent tarnishing of
oven interior, but not open far enough to
prevent operation of oven.

B. Set the oven to bake for 30 minutes at 300°F
(150°C) with vent open.

C. After time elapses, press STOP to silence
beeper.

D. Fully open loading door to verify that baking
compartment circulation blower de-
energizes.

E. Set the oven to bake for 30 minutes at 400°F
(200°C) with vent open.

F. After time elapses, silence the beeper and
allow oven to heat for an additional 30
minutes with loading door closed.

13. Combustion analysis.

A. Press Vent button on keypad.

B. Allow oven to cool to 300°F (150°C).

C. Press Vent button again to close vent.

D. Set oven temperature to 450°F (230°C), and
with burner flame established, insert
combustion analyzer meter into air sampling
hole.

NOTE:  Location of the air sampling hole will be on the
side of the draft inducer assembly (Fig. 139). Insert
probe at a 45-degree angle.

Fig. 139

E. When oven reaches 400ºF, take
combustion measurements of O2 and CO
air free readings

O2: (Range 4.5% to 6.5%)
CO Air Free: Not to exceed 0.04% (400PPM)

1) If reading is outside specified range,
adjust the draft inducer baffle and
retest for combustion.

Fig. 140

14. After combustion adjustment, record draft
pressure.

15. Steam test.

A. With oven temperature at 450°F (230°C) set
a recipe for 20 seconds of steam and 1
minute of bake time, then press START to
initiate steam test.

B. Check for steam leakage around and under
loading door. If leakage is present, adjust
door and/or door sweep as required.

C. After time has expired press STOP to
silence beeper.

16. Cool Down.

A. Set oven temperature to 50°F (10°C).

B. Set oven to cool down.

C. After oven has reached a safe cool down
temperature, stop automatic cool down and/
or turn the oven power OFF.
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INITIAL STARTUP INFORMATION MATERIAL

IGNITION SEQUENCE TIMING DIAGRAM

 
SUPPLY FLOW PRESSURES OV500G1-EE

Natural Gas Propane Gas
BTU/HR 180,000 180,000

W.C. 5.0 -10.0" 12.0 - 14.0"
kCAL/HR 45,400 45,400
cm W.C. 12.7 - 25.4 30.5 - 35.6
Mj/HR 190 190
kPa 1.25 - 2.50 3.00 - 3.50

 
SUPPLY FLOW PRESSURES OV500G2-EE

Natural Gas Propane Gas
BTU/HR 275,000 275,000

W.C. 5.0-14.0" 10.0"- 14.0"
kCAL/HR 69,300 69,300
cm W.C. 12.7 - 35.6 30.5 - 35.6
Mj/HR 290 290
kPa 1.25 - 3.50 2.50 - 3.50
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ALTITUDE CORRECTION CHART

ELEVATION

IN FT.

OV500G1-EE OV500G1-EE OV500G2-EE OV500G2-EE
Natural Gas Propane Gas Natural Gas Propane Gas
Orifice #53

Orifice Dia. 0.0595

Orifice #63

Orifice Dia. 0.037

Orifice #49

Orifice Dia. 0.073

Orifice #56

Orifice Dia. 0.046
Oven
Rating

BTU/Hr

Manifold
Pressure

“W.C.

Oven
Rating

BTU/Hr

Manifold
Pressure

“W.C.

Oven
Rating

BTU/Hr

Manifold
Pressure

“W.C.

Oven
Rating

BTU/Hr

Manifold
Pressure

“W.C.
0 (sea

level)-2999 180,000 3.5 180,000 10.0 275,000 3.5 275,000 8.75

3000-3499 158,400 2.7 158,400 7.7 264,000 3.3 264,000 8.9
3500-3999 154,800 2.6 154,800 7.3 258,000 3.1 258,000 8.5
4000-4499 151,200 2.4 151,200 7.0 252,000 3.0 252,000 8.2
4500-4999 147,600 2.3 147,600 6.7 246,000 2.9 246,000 7.8
5000-5499 144,000 2.2 144,000 6.4 240,000 2.7 240,000 7.4
5500-5550 140,400 2.1 140,400 6.0 234,000 2.6 234,000 7.0

 
ORIFICE DIA. MUST CHANGE 5551 FT. ABOVE SEA LEVEL

ELEVATION

IN FT.

OV500G1-EE OV500G1-EE OV500G2-EE OV500G2-EE
Natural Gas Propane Gas Natural Gas Propane Gas
Orifice #55

Orifice Dia. 0.052

Orifice #66

Orifice Dia. 0.033

Orifice #52

Orifice Dia. 0.0635

Orifice #60

Orifice Dia. 0.04
Oven
Rating

BTU/Hr

Manifold
Pressure

“W.C.

Oven
Rating

BTU/Hr

Manifold
Pressure

“W.C.

Oven
Rating

BTU/Hr

Manifold
Pressure

“W.C.

Oven
Rating

BTU/Hr

Manifold
Pressure

“W.C.
5551-6000 136,800 3.4 136,800 9.1 228,000 4.3 228,000 11.7
6001-6500 133,200 3.2 133,200 8.6 222,000 4.1 222,000 11.1
6501-7000 129,600 3.1 129,600 8.1 216,000 3.8 216,000 10.5
7001-7500 126,000 2.9 126,000 7.7 210,000 3.6 210,000 9.9
7501-8000 122,400 2.7 122,400 7.3 204,000 3.4 204,000 9.3
8001-8500 118,800 2.6 118,800 6.8 198,000 3.2 198,000 8.8
8501-9000 115,200 2.4 115,200 6.4 192,000 3.0 192,000 8.3
9001-9500 111,600 2.3 111,600 6.0 186,000 2.8 186,000 7.8

9501-10,000 108,000 2.1 108,000 5.7 180,000 2.7 180,000 7.3
 

FINAL CHECKS

1. Complete Startup Checklist.

2. Record start-up information on the label provided
inside the control compartment door.

NOTE:  Oven warranty will not be granted unless
Startup Checklist has been completed and received
by Hobart/Baxter.

HARDWARE REFERENCE GUIDE

Rack Oven Hardware Reference Guide
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Photo Part Number Description Photo Part Number Description

01‐1000V0‐00080 BEARING, BRASS ‐ DOOR HINGE 01‐1000V4‐00480
1/4‐20 X 1.00 INCH LONG FLAT HEAD 

SCREW

01‐1000V0‐00091
E‐CLIP LOCK BAR (NOT INCLUDED IN 

HARDWARE KIT)
01‐1000V4‐00481

1/4‐20 X .75 INCH LONG FLAT HEAD 

SCREW

01‐1000V4‐00058 5/16‐18 X 1 INCH LONG, GIMLET SCREW 01‐1000V4‐00482
1/4‐20 X .50 INCH LONG FLAT HEAD 

SCREW

01‐1000V4‐00069 1/2‐13 NUT 01‐1000V4‐00498
1/4‐20 X .75 INCH LONG, PAN HEAD 

SCREW

01‐1000V4‐00073 1/4‐20 ANCHOR (MILD STEEL) 01‐1000V4‐00499
1/4‐20 X .75 INCH LONG, FLAT HEAD 

SCREW

01‐1000V4‐00161 3/8‐16 SET SCREW (CARRIER) 01‐1000V4‐00503
PIVOT SCREW (1/4‐20) (NOT INCLUDED 

IN HARDWARE KIT)

01‐1000V4‐00199 3/8-24 SET SCREW (ROTATON) 01‐1000V4‐00531
3/8‐16  LOCK BAR SCREW, (NOT 

INCLUDED IN HARDWARE KIT)

01‐1000V4‐00264 1/2" LOCK WASHER 01‐1000V4‐00542 #8 PHIPS (ROTATION CAPACITOR)

01‐1000V4‐00283
 1/4‐20 X .75 INCH LONG, HEX HEAD 

WIDE SERRATED FLANGE SCREW
01‐100V18‐00078 #7 DRILL BIT (1/4‐20 TAP)

01‐1000V4‐00284 10‐32 X .75 INCH LONG SCREWS 01‐100V18‐0128E #20 DRILL BIT (10‐32 TAP)

01‐1000V4‐00364
3/8‐16  LOCK BAR WASHER (NOT 

INCLUDED IN HARDWARE KIT)
01‐100V18‐0129A 10‐32 TAP

01‐1000V4‐00385 # 10 TEK SCREW 01‐100V18‐0129D 1/4‐20 TAP

01‐1000V4‐00387 1/4‐20 X 0.50 INCH SCREW 01‐1M2372‐00001 CENTER FLOOR WASHER

01‐1000V4‐00400
10‐32 X .75 INCH LONG, GIMLET POINT 

SCREW
01‐1M6101‐00114

TUBE LOCK BAR, (NOT INCLUDED IN 

HARDWARE KIT)

01‐1000V4‐00465 1/2‐13 X 1‐1/2 INCH LONG BOLT 01‐1M6101‐00115
DOOR HANDLE PIVOT PIN, (NOT 

INCLUDED IN HARDWARE KIT)

01‐1000V4‐00479
1/4‐20 X .75 INCH LONG, HEX HEAD 

THREAD CUTTING SCREW
01‐1M6108‐00110

ARM  LOCK BAR PIVOT, (NOT INCLUDED 

IN HARDWARE KIT)

RACK OVEN‐HARDWARE IDENTIFIER
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