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Item No._________________________

Quantity__________________________
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N
o

Model No.  
6100A, 6101A, 6102A, 6103A, 

611 OA, 6120A, 6120A-CW 
COUNTERTOP WARMERS 
and COOKER / WARMERS 

NEMCO'S         countertop        w armers     and  cooker/ 
warmers  add flexibility while helpin g you keep 
food within  cooking  and  serving  temperature 
guidelines. Unique heating element  d esign 
provides   even distribution    to prevent "hot 
spots". They also come with a "No Drip Rim". 
Twin warmers  have separate    thermostats    a nd 
balanced  heat  systems for maximum  c ontro  l and 
convenience. Heavy-duty s tainless steel well 
ensures  durability a nd long life. Attractive 
enough for serving lines, round  warmers   keep 
soups, gravies, BBQ sauce and dessert  toppings 
warm and appetizing. Great  for the back bar 
too. 

Standard Features: 
• Heavy duty stainless steel well 
• No drip rim 
• Coiled tubular  heating  element 
• Adjustab le thermostat  ( low, med & high) 
• 120 & 220 Volt models have cETLus & NSF 

listing 
• 230 Volt models have CE & NSF listing 

Accessories: 
• 66088-2 inset, cover & ladle (4 quart) 
• 66088-8 inset, cover & ladle (7 quart  ) 
     6088-10 inset, cover & ladle (11 quart) • 6

ladle
ladle

AIA
File

N
o.___________________________

6100A

6100A

http://www.partstown.com/nemco/NEM66088-2?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM66088-8?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM6100A?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM6101A?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM6100A?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM6100A?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
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Typical Specifications
Roller Grill shall be stainless steel and heavy-duty aluminum construction and use a non slip GripsIt or
rollers and tubular heating elements. Rollers slant from front to rear of unit by 7° for effective merchandising.
element shall be contained in each roller. Seven setting infinite temperature control provides flexible cooking
holding. Unit shall have a sealed motor with ball bearings for long life. Each roller shall have a PTFE end bearing
FEP grease barrier combination. The unit shall be equipped with a pilot light, lighted rocker switch and operate
on 120V (60Hz) with (1) or (2) 6’ cord (s) and NEMA 5-15P, 5-�20P, on 220V (60Hz) with a 6’ cord and NEMA 6-15P,  

cETLus (120V, 220V), shall be listed with the National Sanitation Foundation (120V), and shall carry the approval

Model Nos.
Chrome 8027-SLT  8036-SLT 8045W-SLT

GripsIt  8027SX-SLT  8036SX-SLT 8045SXW-SLT

WIDTH DEPTH

HEIGHT

Hot Dog Width Depth Height Voltage Wattage Nominal # of Cords Unit Shipping
Capacity Inches/(cm) Inches/(cm) Inches/(cm) Amps NEMA Weight Weight

Model

Configuration bs./(kg.) lbs./(kg.)

8027-SLT,
8027SX-SLT 27 22 1/4 (56.5) 16 1/4 (41.3) 10 1/4 (26.0) 120 950 7.9 (1)5-15 plug 37 (16.8) 44 (20.0)

8027-SLT-220,
8027SX-SLT-220 27 22 1/4 (56.5) 16 1/4 (41.3) 10 1/4 (26.0) 220 950 4.3 (1)6-15 plug 37 (16.8) 44 (20.0)

8036-SLT,
8036SX-SLT 36 29 1/2 (74.9) 16 1/4 (41.3) 10 1/4 (26.0) 120 1500 12.5 (1)5-15 plug 48 (21.8) 55 (23.6)

8036-SLT-220,
8036SX-SLT-220 36 29 1/2 (74.9) 16 1/4 (41.3) 10 1/4 (26.0) 220 1500 6.8 (1)6-15 plug 48 (21.8) 55 (23.6)

8045W-SLT,
8045SXW-SLT 45 35 1/2 (90.2) 16 1/4 (41.3) 10 1/4 (26.0) 120 1800 15 (1)5-15 plug 54 (24.5) 63 (28.2)

8045W-SLT-220,
8045SXW-SLT-220 45 35 1/2 (90.2) 16 1/4 (41.3) 10 1/4 (26.0) 220 1800 8.2 (1)6-15 plug 54 (24.5) 63 (28.2)

(SX) Denotes special non-slip GripsIt coating

®

Made in U.S.A.

chrome
One 
and 

and 

NEMA 6-15P, or on 230V (50Hz) with a '������6’ cord and SCHUKO CEE7-7. shall carry the approval of Roller grills

of CE (230V).

Specifications:

No.

AI
A

Fi
le

N
o.

__
__

__
__

__
__

__
__

__
__

__
__

__
_

7/14  Printed in U.S.A.

NEMCO Food Equipment, Ltd.
301 Meuse Argonne, P.O. Box 305
Hicksville, OH 43526
Phone (419) 542-7751
FAX (419) 542-6690
www.nemcofoodequip.com

Typical Specifications
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NEMA 6-15P, or on 230V (50Hz) with a '������6’ cord and SCHUKO CEE7-7. shall carry the approval of Roller grills

of CE (230V).
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®

Made in U.S.A.

chrome
One 
and 

and 

NEMA 6-15P, or on 230V (50Hz) with a '������6’ cord and SCHUKO CEE7-7. shall carry the approval of Roller grills

of CE (230V).

Specifications:

No.

Specifications 
Actual Shipping 

Model No. Width Depth Height Rated Nominal NEMA 
Volts Wattage Amps Plug Ibs. / (Kg) 

6100A (7 Qt.) 120 550 4.6 5-15P 
6100A-220 10 (25.4) 220 550 2.5 6-15P 
6100A-230 diameter - 9 3/4 (24.8) 230 550 2.4 CEE 7-7 6 1/2 (2.9) 11 (5.0) 

6101A (11 Qt.)  120 750 6.3 5-15P 
6101A -220 12 1/2 (31.8) 220 750 3.4 6-15P 
6 101A -230 diameter - 9 3/4 (24.8) 230 750 3.3 CEE 7-7 8 (3.6) 12 1/2 (5.7) 

6102A (7 Qt.) 120 1050 8.8 5-15P 
6102A-220 10 (25.4) 220 1050 4.8 6-15P 
6102A-230 diameter - 9 3/4 (24.8) 230 1050 4.6 CEE 7-7 8 (3.6) 12 (5.4) 

6103A (11 Qt.) 120 1250 10.4 5-15P 
6103A-220 12 1/2 (31.8) 220 1250 5.7 6-15P 
6103A-230 diameter - 9 3/4 (24.8) 230 1250 54 CEE 7-7 9 (4.1) 13 1/2 (6.1) 

6110A (4 Qt.) 120 350 2.9 5-15P 
6110A-220 220 350 1.6 6-15P 
6110A-230 8 7/8 (22.3)  9 3/4 (24.8) 9 7/8 (25.1) 230 350 1.5 CEE 7-7 7 (3.2) 11(5.0) 

6 120A (2-4 w ells)  120 350  per  well 5.8 5-15P 
6120A-220 220 350  per  well 3.2 6-15P 
6120A-230 18 1/2 (47.0)  10  (25.4) 9 7/8 (25.1) 230 350  per  well 3.0 CEE 7-7 13 1/2 (6.1) 18  (8.2) 

6120A-CW (2-4  wells)  120 500 per  well 8.3 5-15P 
6120A-CW-220 220 500  per  well  4.5 6-15P 
6120A-CW-230 18 1/2 (47.0) 10 (25.4) 9 7/8 (25.1) 230 500  per  well 4.3 CEE 7-7 13 1/2 (6.1)  18 (8.2) 

Inches/(cm) Inches/(cm) Inches/(cm) 
Weight 

Ibs. / (Kg) 
Weight 

Qt. 

Qt. 

Countertop Warmers and  Cooker / Warmers  
Model No. 6100A, 6101A, 6102A, 6103A,  

6110A, 6120A, 6120A-CW 

WIDTH 

HEIGHT 

TYPICAL SPECIFICATIONS 
NEMCO   countertop   warmers  and cooker  / warmers   shall be constructed  w ith 300 series stainless steel wells 
and 400 series stainless steel exterior. They shall have coiled tubular  heating elements attached to an 
aluminum  heat  dissipator p late. All models shall have an adjustab le (up to 212º F) conduct ion thermostat. 
120 Volt models shall have a 6' cord and NEMA 5-15P plug, 220 Volt models shall have a 3.5' cord and 
NEMA 6-15P plug, and the 230 Volt models shall have a 8.2' cord and CEE 7-7 plug. All 120 & 220 Volt 
models shall be United States and Canadian  ETL certified and National Sanitation  Foundation  l isted. All 
230 Volt models shall be National   Sanitation  F oundation   listed and CE certified. 

WIDTH

HEIGHT

DEPTH

http://www.partstown.com/nemco/NEM8027SX-SLT-220?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8027SX-SLT-220?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8027SX-SLT-220?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8045W-SLT-22?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8045W-SLT-22?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8045W-SLT-22?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8027-SLT-220?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8036-SLT-220?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8027-SLT-220?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8036-SLT-220?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8027-SLT-220?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8036-SLT-220?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8045W-SLT?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8045W-SLT?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8045W-SLT?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8045W-SLT?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8045W-SLT?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8045W-SLT?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8027-SLT?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8036-SLT?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8027-SLT?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8036-SLT?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8027-SLT?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8036-SLT?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8027-SLT?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8036-SLT?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8027-SLT?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8036-SLT?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8027-SLT?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM8036-SLT?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM6100A?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM6100A?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM6100A?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM6101A?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM6101A?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM6100A?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf
http://www.partstown.com/nemco/NEM6101A?pt-manual=NEM-6100A-6100A-ICL-6100A-220-6100A-230-6100A_sm.pdf

